
Temperature Raise Test System

(for Power fittings, single/three phase switchgear cabinet, bus bar, GIS chamber...)

HCTS serial

Applied standard:
 ANSI C119.4-2016 & ANSI C119.0-2015
 IEC 60439 LV Switchgear
 IEC 61439
 IEEE Std 605-2008

 IEC/EN 62116
 IEC EN 61558
 IEC EN62271
 IEC 60034
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Function and Performance:
 Automatic Constant Current Output
 Smart cabinet, highly integrated
 PLC controlled and programmed
 Current up to 30000A AC
 Current up to 25000A DC

System Configuration
 Heating transformer (busbar output)
 Voltage Regulator
 Temperature measuring unit & sensors
 PLC control device
 DC resistance measuring module

(optional)

System Principle Diagram: for three phase testing: (Single phase also available@Himalayal.)
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 The output busbar will design according to different test object
 Temperature measuring sensor QTY will depends on the requirement.

Internal structure of the system.
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 For power fitting test, normally fitting connect with each other and whole circuit is approx.
20m, isolated from the ground.
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 For high current output connection, there are hard connection and soft connection.
 The length and the diameter of the soft copper connection wire are available @Himalayal,

depends on requirement.
 For more selection and design, welcome to contact with us.
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*The different structure and connection, will depends on the test object and test requirement.


